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International Building Code:  Fire Barriers Specified
Footnote
1. 307.1, Exc. 6
Cleaning establishment separation


2. 402.4.6
Service areas, covered mall buildings


3. 402.7.1
Covered mall/garage separation


4. 403.2, Exc. 2
Telecommunications equipment room


5. 403.3.2
Shaft enclosures of high-rise buildings


6. 403.10.1
Standby power generator room


7. 404.3, Exc. 1
Building areas above atrium


8. 404.5
Atrium enclosure


9. 410.5.1
Stage separation


10. 410.5.2
Dressing room separation


11. 412.1.3
Airport traffic control towers


12. 412.3.2
Residential aircraft hangars


13. 414.2.1
Construction of control areas, not Group H


14. 414.2.4
Separation at control areas, not Group H

15. 415.6.1.2
Group H-2 grinding rooms


16. 415.6.2.2
Group H-2 tank protection


17. 415.6.3.4.1
Liquefied petroleum gas-distribution facilities


18. 415.6.3.5.2
Group H-2 LPG rooms within buildings


19. 415.7.1
Group H-3 and H-4 gas rooms


20. 415.7.3
Highly toxic solids & liquids, Groups H-3 & H-4


21. 415.8.2.2
Group H-5 fabrication areas


22. 415.8.5.2.1
Group H-5 HPM rooms and gas rooms


23. 415.8.5.2.2, Item 2
Group H-5 liquid storage rooms


24. 415.8.5.6
Group H-5 doors


25. 415.8.6.3(4)
HPM piping and tubing in corridors


26. 416.2
Spray rooms


27. 418.4
Organic coatings, tank storage


28. 418.5
Organic coatings, nitrocellulose storage


29. 418.6
Organic coatings, finished products


30. 420.4
Hydrogen cutoff rooms


31. 507.7
High-hazard use groups in unlimited area buildings


32. 508.2.2.1
Incidental use areas


33. 508.3.3.4.1
Separated uses


34. 509.7.1
Open parking garages beneath other occupancies


35. 707.11 (2)
Shaft enclosure termination rooms


36. 707.13.3
Refuse and laundry chute access rooms


37. 707.13.4
Refuse and laundry chute termination rooms


38. 901.7
Separation at fire areas.


39. 903.2, Exc.
Where automatic sprinkler systems are required


40. 909.11
Standby power source room


41. 909.20.2
Smokeproof enclosures


42. 909.20.6.1
Smokeproof enclosure ductwork


43. 910.3.4
Locations of smoke and heat vents

44. 910.4.4
Mechanical smoke exhaust wiring and controls


45. 911.1
Fire command center


46. 1020.1
Enclosure of interior exit stairways and exit ramps


47. 1021.3
Construction of exit passageways


48. 1022.2
Separation at horizontal exits


49. 2110.1.1
Glass unit masonry limitations


50. 2303.1.5.3
Fiberboard


51. 3006.4
Elevator machine rooms and machinery spaces


52. 3104.5
Pedestrian walkways


53. 3410.2.2
Partial change in occupancy


54. 3410.6.3
Compartmentation


55. 3410.6.4.1
Categories of tenant and dwelling unit separations


56. 3410.6.16.1
Categories of mixed occupancies


International Building Code:  Shaft Enclosures Specified

International Building Code:  Fire Barriers Implied

1. 410.3.4
Proscenium walls at stages


2. 707.14.2.2
Duct systems at elevator hoistway pressurization system


3. 707.14.2.3.1
Fan system at elevator hoistway pressurization system



International Fire Code:  Fire Barriers Specified
1. 2306.3.2.1
Multiple high-piled storage areas


2. 2306.3.2.2
Multiple high-piled storage areas


3. 2307.2
High-piled shelf and solid-pile storage


4. 2308.2
High-piled rack storage


5. 2904.3
Combustible loose fiber storage


6. 2904.4
Combustible loose fiber storage


7. 3006.2.1
Exterior room storage of medical gases


8. 3405.3.6.2.5
Cleaning operation machines


9. 4004.1.8
Group H-1, Class 4 oxidizer storage


10. 4104.1.4
Groups H-2 and H-3, pyrophoric storage



International Fire Code:  Fire Barriers Implied
1. T. 2804.3.2
Segregated storage of aerosols
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